
400001 Kitchen Waste Installation Instruction
General Instructions:

1. To be installed in accordance with the laws of the local authority.
2. The waste should be installed by a fully qualified individual.
3. Please check the finish for blemishes on receipt. Any defects reported after fitting will be regarded as 

damage resulting from the installation process, misuse or poor maintenance and will not be claimable 
under warranty.

Installation Instructions:

1. Check the sink is clean and that all sealing surfaces are free of debris.
2. Place the top seal under the flange and seat it in the sink hole.If the seal is not suitable for the sink 

profile, silicone may be used on the underside of the flange instead.
3. Position the bottom seal on the plastic underbody. Hold the underbody against the underside of the 

sink and secure the flange to the underbody by screwing the fixing ferrule provided into place. Do 
not over tighten.

4. Place the strainer plug into the fixing ferrule.
5. Connect the overflow waste to the plastic underbody. Connect the other side to the overflow head. 

Place the seal onto the overflow head and then position it against the rear of the basin so it covers 
the overflow holes in the sink

6. When the overflow head is in position, tighten the screw from the front of the basin, ensuring the 
seal remains in place. Do not over tighten.

7. If using the additional plastic adapter, then ensure the seal is in place and tighten onto the outlet 
threads.

8. After installation, check all joints for leaks.
9. Push down on the strainer plug to retain water in the sink and pull up to let water out of the sink.

Aftercare:

1. Please use only a soft cloth and warm water with a neutral soap when cleaning the waste to 
avoid damaging the finish. The finish is durable but can be damaged by certain cleaners. All images are for illustrative purposes 

only. Product may vary.


